
类别 系列 特点 温度（℃) 额定电压 容量 寿命 用途

Class Series Feature Temerature Rated Voltage Capacitance Load Life Application

CD293
Lug / Snap-in Terminal Type, Standard

(插入/自立型, 標準品)
-40(-25)℃~85℃ 10~500V 56μF~82000μF 2000H

CD294
Lug / Snap-in Terminal Type, Wide

Temperature

(插入/自立型, 寬溫度)

-40(-25)℃~105℃ 10~500V 47μF~56000μF 2000H

CDKP
Lug / Snap-in Terminal Type, Long Life

Assurance

(插入/自立型, 長壽命)

-40(-25)℃~105℃ 10~450V 47μF~56000μF 3000H

CDEP
Lug / Snap-in Terminal Type, Long Life

Assurance

(插入/自立型, 長壽命)

-40(-25)℃~105℃ 10~450V 82μF~47000μF 5000H

CDDP

Lug / Snap-in Terminal Type, Long Life

Assurance,

Low Impedance (插入/自立型, 長壽命, 低

阻抗)

-40(-25)℃~85℃ 160~450V 47~6800μF 5000H

CDFP

Lug / Snap-in Terminal Type, Long Life

Assurance,

Low Impedance (插入/自立型, 長壽命, 低

阻抗)

-40(-25)℃~105℃ 10~450V 100μF~33000μF 5000H

牛角电解电容系列描述一览表
Snap-in Series Table / Snap-in Series chart

标准品
Standard Type

长寿命品
Long Life Type

低阻抗品
LOW Impedance

Type

适用于工业电子产品中的开关
电源等

It is suitable for Switch
mode power supplies in
industrial  electronics

etc.

适用于变频器、太阳能逆变器
、高端电源、医疗设备等
It is suitable for

Frequency converters、
Solar inverters、
Professional power
supplies、Mesdical
appliances etc.

适用于变频器、太阳能发电、
不间断电源、工业电子中的专

业电源等
It is suitable for

Frequency converters、
Solar inverters、

Uninterruptible power
supplies、Professional

power supplies in
industrial  electronics

etc.


